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1. Introduction
1.1. Mass transfer of MFCs
In Microbial Fuel Cells (MFCs), a mass transfer impact might be larger than expected because
it not only effects the mass transfer losses (substrate flux [1, 2] and removal of waste [2]), but
also effects the activation losses (mediator [3-5]) and the ohmic losses (proton transfer [6]).
However, the convection/diffusion of the reactant transport from the bulk (reactant transport),
which can be enhanced by increasing the concentration of reactants and the mean flow rate [7],
is able to enhance the power density of the MFCs by effective flow control. Now, a common
flow control method of utilizing a magnetic stirrer bar/stirring plate was used to mix the
solution of anolytes [8-10]. Nonetheless, some superior flow controls by applying a micro-
mixer or micro-channel in the MFCs, which can enhance the power performance [11] in the
cases of better solution mixing and without extra power supply, will be addressed in this
chapter.
2. Using the magnetic stirrer bar
2.1. Different stirring speed strategies [9]
Different stirring speeds (100, 250, 380 rpm) in the anode of photo microbial fuel cells (PMFCs)
have been studied by Lan et al., [9], Lan indicated that the internal resistance fell rapidly at
380 rpm and reached a maximum power density of 1.82mW/m2. Using a high stirring speed
(380 rpm) to mix the anolytes not only decreased the competition of microorganisms for
delivering the electrons to the surface of the anode electrode, but also reduced the thickness
of the mass transfer boundary layer (MTBL) [9]. However, an external power supply needed
for the stirrer bar in PMFCs will weaken it at a larger scale of real application in the future.
© 2014 The Author(s). Licensee InTech. This chapter is distributed under the terms of the Creative Commons
Attribution License (http://creativecommons.org/licenses/by/3.0), which permits unrestricted use,
distribution, and reproduction in any medium, provided the original work is properly cited.
3. Applying the micro-mixer or micro-channel in MFCs
The effect of the Reynolds number plays an important role in the flow control of the flow
channel because it can affect the flow field of the MFC system. The Reynolds number, Re,
shown in equation (1) is defined as the ratio of inertial forces to viscous forces [12]:
0 0Re r m=
V D (1)
Where ρ is the density of fluid, V0 means the average velocity of inlet flow channel, D0 is the
inlet width of flow channel and µ is the fluid dynamic viscosity coefficient.
In addition, the flow channel is designed to reduce the mass transfer losses of the MFCs.
Generally speaking, a higher flow mixing is, the better the power performance of a MFC will
be. Therefore, the mixing efficiency, εmixing, defined in equation (2) will be used and necessary
to identify whether a reactant is uniformly mixed with the anolyte [13]:
L Ax,outlet
mixing
Amax0
X - 0.51ε =1- dxL X - 0.5ò (2)
Where εmixing is the mixing efficiency, XAmax the maximum concentration of substance A, with
the value always set as 1, XAx,outlet the concentration of substance A at an outlet position, and L
is the width of the outlet.
3.1. Convergent flow channel [14]
In this paragraph, a simple flow chamber with a higher flow mixing in MFCs will be addressed.
The concept of a convergent flow channel with/without plates (as shown in Fig. 1) applies to
the sediment microbial fuel cells (SMFCs) with three Re numbers (Re=30, 60, 90), which have
been studied by Wang et al., with Fig. 2 showing the structure diagram of the SMFCs.
Compared with a traditional MFC (without channel), the MFC with the convergent flow
channel can produce two flow mechanisms (convection and vortex formed, as shown in Fig.
3 and Fig. 4) to enhance the mass transfer, cause the two flow mechanisms to make the substrate
move tensely and the mixing more uniform. The electron produced and Hydrogen ion (H+)
will move faster and more actively to reach their objective, which can reduce the mass transfer
losses and enhance the electricity production. On the other hand, the performance of a MFC
with plates seems to be much more stable than in the case of without plates, causing the vortex
flow to limit the moving scale of the substrate and make the transfer speed of the electrons and
H+more uniform, which can thus stabilize the power generation. However, the reason why the
existing flow with plates lowers the open circuit voltage (OCV) and the power density has not
been clarified clearly, but the other two vortexes (as shown in Fig. 3) caused by the flow plates
may prevent some particles from escaping from the vortex scale and cause fewer electrons and
H+participating in the solution.
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Figure 1. Schematic diagram of convergent flow channel [14].
Figure 2. Structure diagram of SMFC [14]
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Figure 3. Vortex flow image for convergent flow channel with plates [14]
Figure 4. Vortex flow image for convergent flow channel without plates [14]
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3.2. Biometric flow channel [15]
Now a biometric concept addressed will be applied in MFCs because the effect of a biometric
flow channel (with/without obstacles) on the power generation at different Reynolds numbers
(Re=19.85, 496.18), in the single chamber of rumen microbial fuel cells (RMFCs), has been
studied by Wang et al.,[15] and the geometrical dimensions and structure of a biometric flow
channel can be seen in Figs. 5 and 6.
Figure 5. Schematic diagram of biometric flow channel [15].
Figure 6. A single chamber (a) with (b) without obstacles marked in the white region for the anode electrode at the
bottom of RMFCs [15].
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In this study, the simulation result showed that the high flow mixing efficiency obtained by a
biometric flow channel with a double two-inlet Y-type inlet channel was above 90%, regardless
of being with or without obstacles and different Reynolds numbers. This indicated the mixing
mechanism of double two-inlet Y-type inlet channels could greatly enhance the mixing of the
reactants before they enter the single chamber of RMFCs.
However, comparing the case of a biometric flow channel without obstacles (No. B/Re=19.85,
No. D/Re=496.18), the high Reynolds number [12, 16] and Coanda effect [17] will influence the
case of No.D on creating a vortex (as shown in Fig. 7) because it almost did not interact with
the main flow and disrupted the reactant atom exchange. Hence, the ohmic and the charge
transfer resistance would be increased so that finally some regions of the flow channel based
on the need of continuous charging reaction in the fuel cell system would generate a concen‐
tration loss. Conversely, the case of No. B would create a smoother flow and a more even
reaction at a condition of a lower Reynolds number, thus avoiding concentration loss.
Figure 7. flow velocity images versus different flow conditions and cross-sections analyzed. The location of the anode
electrode and proton exchange membranes (PEM) are indicated by arrows [15].
Nevertheless, the flow mixing efficiency of the flow channel in the system was not significantly
enhanced by the flow obstacles, but the flow obstacles could evenly distribute the flow field
of the reactant [13] on the surfaces of the electrodes and proton exchange membranes. This
could avoid concentration loss and also improve power performance [18, 19] along with
uneven flow fields. Here, the maximum voltage output and power density in the case of No.
C (Re=496.18) would reach 0.716 V and 0.021102 mW/m2, which is 1.46 times higher than in
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the case of No. D 1.08. This result indicated that the flow obstacles of No. C would create a
more evenly distributed flow field.
On the other hand, the evidence on decreasing the charge transfer resistance for the RMFCs
demonstrated that the biometric flow channels with obstacles indeed improved power
performance significantly with a higher Reynolds number, despite an increase in the ohmic
resistance. The maximum voltage output and power density showed a positive effect at a
higher Reynolds number of Re=496.18 by 2.02 times and 4.09 times more than at the lower
Reynolds number of Re=19.85, respectively. This is because the obstacles forced the reactant
fluid to have an even flow field [20], thus influencing the microbe to be closer to the anode and
proton exchange membrane and so made it easier to create a biofilm.
3.3. Biometric flow channel and biometric mixer[21]
The effect of the biometric flow channel (as shown in Fig. 8) and biometric mixer (as shown in
Fig. 9) applied to the MFC has been studied by Wang et al. [21]. Wang indicated that adding
the biometric flow channel in the anode chamber could enhance the flow mixing efficiency
and the homogeneity of the fluid. Therefore, the maximum power density of a MFC reached
91.81 mW/m3, which is by far greater than that of a MFC without the biometric channel
(1.79×10-5 mW/m3).
Figure 8. Schematic diagram of the biometric flow channel [21].
The schematic diagram of the biometric flow channel MFC is shown in Fig. 10. However,
according to the resulting simulations (as shown in Fig. 11), the biometric mixer generated a
high flow mixing efficiency (εmixing=0.95) of the bacterial liquid and nutrient source before
entering the MFC. Then the biometric flow channel enhanced the flow mixing of the reactant
Flow Control in Microbial Fuel Cells
http://dx.doi.org/10.5772/58346
7
and a high mixing efficiency of εmixing=0.98 would be reached at the outlet of the MFC, therefore
the maximum power density of the MFC reached 118.34 mW/m3, which is an improvement of
28.9% compared to the MFC without an added external mixer.
Figure 10. Experimental framework of mixer connected to MFC [21]..
Figure 9. Schematic diagram of the biometric mixer [21].
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Figure 11. Simulation diagram of mixer connected to a MFC [21]..
3.4. Membraneless microfluidic microbial fuel cell [22]
A membraneless microfluidic microbial fuel cell was used in the Y-shaped microchannel (as
shown in Fig. 12), to generate a spontaneous laminar flow on a small scale to separate the
cathode and anode to replace the proton exchange membrane [23]. Furthermore, the mem‐
braneless microfluidic microbial fuel cell can operate on a short start-up time, with the
maximum voltage reached in only 15 min and stable in 45 min at 30 ml/h of flow rate for each
stream (as shown in Fig. 12).
As electrical generation of the membraneless µMFC requires a laminar flow with only a little
crossover of solute [24]; the Reynolds number (Re) must be less than 10 and the Peclet number
(Pe) must be close to 10,000 to maintain the laminar flow and reduce the solute crossover [23].
In this study, the flow rate was increased to 30 ml/h, which reached the maximum open-circuit
voltage (OCV) of the membraneless microfluidic microbial fuel cell because the increase in
flow rate reduced the diffusion crossover of the solute. Furthermore, the maximum OCV is
obtained at Re=8.39 and Pe=7163, which is similar to Choban et al., [23].
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4. Conclusion
Several methods of flow control addressed have been shown to improve the power perform‐
ance of the microbial fuel cell and can be applied to different applications. A lot of related
research has focused on the large scale application, such as wastewater treatment, but a more
potential challenge to be considered is a small scale application. The microfluidic microbial
fuel cells have the opportunity to be used on biomedical recipients, but the study of the flow
control for microbial fuel cells is still limited and there is a need for improvement. Therefore
a more sustained research on the method of the flow control, which could be able to improve
the practicability of the microbial fuel cell, will be necessary in the future.
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Figure 12. The scheme of the membraneless µMFC and the OCV obtained from the membraneless µMFC [22].
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